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THE IMPORTANCE OF THE ASSISTANT
Castellini has always recognised the significance of the assistant’s role. That’s why we 
provide a variety of solutions to meet every possible preference. The arm that allows 
positioning of the assistant’s module may be of the single- or double-articulated type: 
the latter increases the reach towards the patient and allows height adjustment. 
Connected to the unit body, the module performs the same movement both leftward 
and rightward.

The assistant can manage a wide range of functions 
via the on-module control panel. This lets dentists 
focus their attention on actual treatment.  In addition 
to patient chair movement controls, there are also 
controls for the lighting, cuspidor bowl and Autosteril 
system.

On ambidextrous models with a unit body, the 
assistant’s module can be equipped with an optional 
stainless steel tray holder.

The assistant’s module can be adapted to clinical 
situations in which treatment is performed by dentists 
working alone or with an assistant. It is available with 

4 or 5 holders. In addition to syringe and suction 
cannulae, it is also possible to add a camera and a 
curing light or a dynamic instrument.

Cup filling is completely automated via an optical 
sensor, giving the patient greater autonomy. Made of 
ceramic, the cuspidor bowl is position-adjustable to 
provide maximum rinsing comfort.

ASSISTANT’S MODULE

PERSONALISED CONFIGURATIONS

OPTICAL SENSOR
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WIDE SELECTION 
OF OPERATING LIGHTS
Castellini offers dentists a wide selection of Venus series lamps with a broad 
performance range. All lamps are designed to be easily adjustable, ergonomic and 
let dentists select the lighting level that best suits their clinical needs.

The Venus LED MCT lamp rotates on three axes to 
ensure perfect lighting of the operating field whatever 
the task or position. The No Touch sensor can switch 
the lamp on/off and adjust light intensity up to 50,000 
Lux. The innovative system makes it possible to 
provide just the right light for every clinical discipline, 
with 3 different temperature values: warm (4,300 K), 
neutral (5,000 K) or cool (5,500 K) light.
Absolute colour fidelity thanks to a rendering that 
scores more than 95 on the Colour Rendering Index 
(CRI, scale 0-100).
The Composite Mode function changes the light 
wavelength to prevent the pre-curing of composite 
materials while ensuring optimum lighting of the 
operating field.
The Venus LED MCT View combines a 4K camera with 
PC software to capture ultra-high-definition images 
and videos.
The Smart Focus system features liquid lenses, 
ensuring fast, optimal digital focusing. 

In addition to smoothing practitioner-patient 
communication, the camera is also, thanks to 
recordings and multimedia streaming, a useful aid 
for clinical training, treatment documentation and 
academic disclosure.

VENUS LED MCT - VENUS LED MCT VIEW 

Supplied as standard with 3-axis movement, 
front panel, removable handles and six 
LED sources to minimize shadows. Light 
intensity can also be set via the sensor, 
within the 7,000 - 40,000 Lux range.  
The No Touch sensor lets the user switch the 
lamp on/off without touching any button.

LED operating light equipped with four 
light sources; its high Colour Rendering 
Index (>90) delivers realistic, natural colour 
perception. Brightness can be adjusted 
from 3,000 to 50,000 Lux and, thanks to the 
large spot-lit area, optimises illumination 
of the oral cavity without generating 
annoying shadows. Removable handles for 
sterilisation; also equipped with an infrared 
sensor for switching on/off/adjusting 
intensity.

LED lamp equipped with 4 light sources, 
placed outside the reflector body, with 
intensity adjustable from 3,000 to 50,000 
Lux. This creates a large spot-lit area, 
minimising shadows.

A further 2 central light sources generate 
a beam with different wavelengths: this 
prevents pre-polymerisation of composites 
while ensuring excellent illumination of the 
oral cavity.

In addition to a high Colour Rendering Index 
(>90), a large spot-lit area and removable, 
sterilisable handles, it also features an 
infrared sensor for switching on/off/
adjusting intensity.

VENUS E LED LAMP

VENUS PLUS SCT

VENUS PLUS SCT COMPOSITE
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INTEGRATED MULTIMEDIA SYSTEM
The advantage of having an image-based communication system integrated on 
the patient chair is that it speeds up workflows and diagnosis. The multimedia 
system (optional) consists of a camera with HD sensor, an X-ray sensor integrated 
on the module and a 22” LED monitor with a 16:9 aspect ratio. Obtaining, illustrating 
and sharing information with patients without any waiting times means greater 
throughout-the-day efficiency.

The camera features a streamlined design to improve 
use inside the oral cavity; it also has an ergonomic 
handle. HD-quality images ensure perfect rendering 
and maximum investigation accuracy. The optical 
system has a depth of field of 5 - 70 mm. The 16:9 HD 
sensor adapts perfectly to the LED monitor aspect 
ratio. The freeze-frame function is activated via the 
touch-sensitive key.

The easy-to-attach and remove Macro Cap accessory 
magnifies up to 100x to deliver detailed, extremely 
sharp images.

The integrated Zen-X sensor, available in two sizes, 
is housed in the dentist’s module, thus speeding up 
acquisition of intraoral X-ray images. In just a few 
seconds the reprocessed image is displayed on both 
monitor and control panel.

The 16:9 monitor ensures a perfect view of the images thanks to its ergonomic design and to the special IPS panel 
that provides a wide viewing angle. The monitor can be integrated into the dental unit either with a single arm or 
a double-jointed arm for a more comfortable use.

Choosing the (optional) double-jointed arm lets 
dentists shift the monitor and position it within the 
treatment area according to their needs. In addition 
to comfortable use for both dentist and assistant, it 
also ensures greater involvement of the patient via on-
screen imagery.

INTEGRATED CAMERA

X-RAY SENSOR

22” LED MONITOR

OUTSTANDING ERGONOMICS
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USER-FRIENDLY CERTIFIED SYSTEMS
Close collaboration between Castellini and universities means that the hygiene 
devices developed for Puma ELI Ambidextrous are cutting-edge and ensure a safe 
clinical environment at all times. As a result of long-term research and analysis, the 
Autosteril system is certified.

Puma ELI Ambidextrous can be equipped with 
Autosteril, the high-standard automatic disinfection 
system for all the spray water circuits. Used together 
with Peroxy Ag+, the Autosteril system ensures a 
mycobactericide, bactericide and anti-Legionella 
action, certified by the Sapienza University of Rome. 
Analysis has demonstrated that the disinfection 
provided is sufficient to “eradicate all tested microbes 
from the piping of the dental unit, even with higher 
contamination levels.”

The dental unit water circuit is EN 
1717 compliant.

The stand-alone supply system is equipped with a 1.8 
litre capacity pressurised tank, easily accessible from 
outside to facilitate filling or replacement.

To drain stagnant fluid from the piping after use, the 
Time Flushing feature carries out a complete water 
exchange with a timed flow of the supply fluid.

•	 circuit draining with compressed air;
•	 addition of 3% H2O2 to the spray water circuits;
•	 a liquid ‘hold time’ suitable for intensive disinfection;

•	 liquid expelled with compressed air; 
•	 (mains or distilled) water flushing

DVGW CERTIFICATE S.S.S. BOTTLETIME FLUSHING

AUTOSTERIL HELPS SANITISATION AT THE END OF A DAY’S SESSION  
AND ALLOWS SHORT CYCLES TO BE PERFORMED VIA THE FOLLOWING STEPS:

AUTOSTERIL
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CONSTANT PROTECTION A CONNECTED SURGERY
Only constant protection can effectively contrast potential contamination risks in the 
surgery and around the patient chair. Designed using elements and strategies that 
give both patient and dental team constant protection, Puma ELI Ambidextrous 
surfaces are built to meet all sanitisation needs. Moreover, numerous removable 
components help keep the workplace healthy and, as far as possible, risk-free.

Simply by connecting to the internet with any browser, and without having to 
download any software, dentists and/or practice owners can access a website that 
offers a comprehensive range of digital services, remote assistance, video tutorials 
and updated user manuals for purchased models.

Flushing and sanitisation of the suction system 
with water and a special liquid take approximately 
2 minutes: ideal as a between-patients cleaning 
procedure.

Feature allowing independent cannulae selection; the 
filters can easily be removed to facilitate draining and 
cleaning operations.

Di.V.A. (Digital Virtual Assistant) optimises the 
workflow in advanced dental practices. In addition to 
being viewable on a PC, Di.V.A. can be easily consulted 
on smartphones and tablets. In combination with 
Di.V.A., users can increase the efficiency of the 
practice by activating the EasyCheck service: each 
connected device can rely on real-time remote 
diagnosis and technical support, vital for minimizing 
downtimes and ensuring continuity of service.

A simple dashboard lets the dentist monitor cart 
activity across all functions and analyse dental 
practice efficiency. In larger surgeries this is an 
excellent tool for managing heavy workloads and 
planning maintenance tasks. Where the patient 
sensor is present, statistical data on how the dental 
unit is used can be collected and processed; the 
information is transmitted to Di.V.A. and displayed on 
the dashboard.

The cup-and-bowl-fill unit can easily be removed and 
sterilised in an autoclave. 

Note that the cuspidor bowl handle is removable and 
autoclavable.

Can be easily removed for maximum hygiene. 

DOUBLE FILTER

VIRTUAL ASSISTANT  
AND REMOTE MONITORING

DASHBOARDCUSPIDOR BOWL

REMOVABLE, AUTOCLAVABLE HANDLES

S.H.D.
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TECHNICAL SPECIFICATIONS

102 Atlantic Blue
106 Mediterranean Blue
113 Pacific Blue
136 Indian Blue
132 Blueberry Violet
134 Japanese Wisteria
135 Venetian Red
115 Scottish Salmon
103 Nevada Yellow
123 Polynesian Green

101 Caribbean Green
137 Bright Silver
121 Anthracite Grey
130 Graphite Black
142 Anatolian Hazelnut
141 Papyrus Beige 
143 Arabian Gold 
140 Brazilian Brown 
144 Ruby Red

198 Atlantic Blue
196 Mediterranean Blue
183 Pacific Blue 
186 Indian Blue
192 Blueberry Violet
184 Japanese Wisteria
194 Venetian Red
195 Scottish Salmon
182 Nevada Yellow
193 Polynesian Green

197 Caribbean Green
187 Bright Silver
199 Anthracite Grey
180 Graphite Black
172 Anatolian Hazelnut
171 Papyrus Beige 
173 Arabian Gold 
170 Brazilian Brown 
174 Ruby Red

STANDARD MEMORY FOAM
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Puma ELI Ambidextrous Over the patient 
delivery system

Hanging 
tubes CART MODULAR MODULAR 

CP
MODULAR

CART

HYGIENE SYSTEM

Separate Supply System

Autosteril A (Automatic) for disinfection of the water circuit

Timed Flushing (quick water circuit flush cycle)

Suction Hose Disinfection (suction system wash and disinfection)

DENTIST’S MODULE

LCD control panel

Turbine KIT complete with Silent Power Evo 2 handpiece

Turbine kit complete with fibre optic Silent Power Evo 4L quick coupling handpiece

Turbine kit complete with fibre optic Silent Power Evo Miniature quick coupling 
handpiece

Handy Power induction micromotor Kit (100 – 40,000 RPM – 3.3 Ncm)

Fibre optic Handy Power LED induction micrometer kit (100 – 40,000 RPM – 3.3 Ncm)

Handy Power LED FLUO induction micromotor kit

Fibre optic Implantor LED induction micromotor kit (100 – 40,000 rpm – 5.3 Ncm)

Implantor LED FLUO induction micromotor kit

Piezosteril 6 scaler kit complete with 4 tips

Fibre optic Piezolight 6 scaler kit with 4 tips

T-LED curing light kit

Instrument lever stop kit

3-way stainless steel syringe kit

6-way stainless steel syringe kit

Integrated X-ray sensor

LAEC

ASSISTANT’S MODULE

T-LED curing light kit

3-way stainless steel syringe kit

6-way stainless steel syringe kit

Assistant's module with 4 holders and capacitive keypad, mounted on single arm

Double-articulated module support arm

Double-articulated module support arm, with height adjustment 

Assistant's module with 5 holders and capacitive keypad

Tray holder table on assistant’s module

OPERATING LIGHT

Venus Plus E LED

Venus Plus SCT

Venus Plus SCT

Venus LED MCT

Venus LED MCT View

UNIT BODY

Removable and position-adjustable cuspidor bowl

Cup filling sensor

Water-to-cup heater

Instrument spray heater

Independent cannulae selection

Quick coupling for air/water supply for external device

Tray holder table in place of bowl

PATIENT CHAIR

Patient presence sensor

Nordic backrest

Pneumatic headrest with 3-axis movement

Double-jointed headrest with 2-axis movement

Lateral slide foot control complete with joystick

Lateral slide foot control complete with joystick - wireless

Pressure-operated foot control with Joystick and spray on/off kit

Pressure-operated foot control with Joystick and spray on/off kit - wireless

Foot control, Power Pedal type

Power Pedal foot control - wireless

Left armrest

Right armrest

  = supplied as standard      = optional    - = not available
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